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D

Technical data

Type
Com

fort light curtain
Com

fort light curtain
Com

fort light curtain

Range (in m
)

0 ... 4
0 ... 4

0 ... 4

M
axim

um
 am

bient light (in Lux)
100,000

100,000
100,000

M
onitored height (in m

m
)

1,800
1,800

1,630 / 1,800 / 1,822

Typical response tim
e (in m

s)
70 with 16 elem

ents 
120 with 32 elem

ents
120

80 with 16 elem
ents 

105 with 24 elem
ents 

130 with 32 elem
ents

N
um

ber of elem
ents 

16 / 32
32 

16 / 24 / 32

N
um

ber of beam
s

74 / 154
154 criss-cross beam

s rem
ain active up 

to com
plete door closure

74 / 114 / 154

Power supply
10 ... 30 VDC

10 ... 30 VDC
20 ... 265 VAC / DC  
Universal power supply UPS

Typical power consum
ption @

 
24 VDC (without load)

40 m
A

40 m
A

120 m
A

O
utput

PN
P/N

PN
 (push-pull)

PN
P/N

PN
 (push-pull)

Relay

Enclosure rating
IP65 / IP67 edges

IP65 / IP67 edges
IP65 / IP67 edges
IP54 universal power supply UPS

Certificates 
CE, CSA

CE, CSA
CE, CSA

Application segm
ent

N
ew facilities

M
odernization

Custom
er-specific applications

                   
 (on request)

O
ptional

EN
81-20 ready

Explosive environm
ents (Ex)

Halogen-free cable

23
5-

CN

VSD 垂直滑动门
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和
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重要信息
请仔细阅读本手册中的说明。否则可能导致客户投诉、受伤或回电。说明手册始终放在现场。

要在“自动消隐”模式下操作光幕，必须注意以下几点：

•  门控制器必须（在使用区域）成功产生测试输入信号。

•  在门完全打开之前，光幕保持非活动状态。

请勿将本产品用于爆炸性环境、放射性环境或医疗应用！仅为此类应用采用特定的认证设备，否则可
能会造成严重伤害或财产损失！

在本产品的使用中遵守所有适用法规和标准以确保应用整体操作安全，是规划者和/或安装人员和/或
买方应尽的责任。

买方或用户对设备所做的任何更改都可能导致出现不安全的状况。

对由此类操作导致的任何责任和保修索赔，制造商概不负责。

通过受保护区域时的速度快过设备最高响应时间的物体可能无法检测到。

指定人、购买者和安装人员有责任确保本次安装在完工后符合适用于该应用的所有相关联邦、州和当地法规及监管。应
特别注意 ASME A17.1a-2010 / CSA B44a-10 电梯和扶梯安全法规附录中所列第 2.13.3.4 条关于关闭垂直滑动井道门和垂
直滑动轿厢门电源的内容。这些光幕系统必须由经过授权且受到充分培训的人员进行安装。

确保该标签安装在用户可见的位置

尽管 GridScan/Mini 不会发射出危险光量的红外
线，但长时间暴露在强烈的红外线光源下可能会损
伤眼睛。

切勿近距离直视主动红外发射器。

小心
损伤眼睛 !

电击和门的意外运动可能导致严重伤害或死亡。

•  请遵守所有适用的安全措施

•  只使用经过认可的特定工具 
•  如果必须调整 GridScan/Mini，则必须关闭主电
源并将其标记为停用。

警告
电气和机械危险 !

避免使用不当

光幕的作用是检测乘客和特定大小
的货物。

无法检测到小于光束间隙的物体。
无法检测到透明物体。

轿厢门

光幕传感器

小心!

060163®
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概述

发射器和接收器边条形成一个红外光束网格，提供的保护高度为 1.8 m 
(6 ft)。当红外光束被阻挡时，输出会向连接的控制器发送信号。一旦检
测区域再次通畅，输出就会切换，表示该区域“通畅”。消隐系统（The 
ProtectorTM 配置）用于直接在导轨中安装。关门时，GridScan/Mini 会识
别正在关门，并且不会切换输出。

一般说明和预防措施

•  切勿划伤或涂抹光学镜片，因为要靠它们形成光路！不要在外廓上另
外钻孔。在即将安装之前再拆开外廓，以免损坏。

•  不要弯曲或扭曲边条！

•  油会损坏电缆。必须始终避免污染！

•  尽管 GridScan/Mini 对阳光直射不敏感，但是请尽可能避免所有不必
要的暴露。

•  避免闪烁灯光或红外光源（如光敏电池或其他光幕）的干扰。

•  请勿将 GridScan/Mini 安装在发射器和接收器边条直接暴露于光源
（例如荧光灯管或节能灯）的位置。

•  确保将发射器和接收器的连接插头放在同一端。

对齐

发射器 (Tx) 和接收器 (Rx) 边条的光轴需要彼此对齐以确保光幕功能可靠。

反光表面

靠近或平行于监控区域的反光表面会导致反射并干扰 GridScan/Mini 的功
能。在传感器边条和任何反光表面之间保持合理的距离。

概述和注意事项

•		不要在光幕上另外钻孔
•  不要将安装螺丝拧得过紧
•  将边条安装在平坦的表面上

注意
光幕机械性损坏

反光表面
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要了解向您提供的布置情况，请参考针对您工作的具体图纸包。

光幕 #1
位于轿厢外

安装托架

光幕传感器边条

1/4-20 x 1/2”
六角螺栓、垫片和
锁紧垫片

使用提供的钣金螺丝

1

使用电缆扎带固定光幕电缆。

连接延长电缆。

2

3 在轿厢门的另一
侧重复步骤 1 至 3

如果需要对齐，请使用螺
丝刀撬出突舌

安装 - 光幕 #1

Tx Rx

Rx Tx

LC #1

LC #2

当使用双光幕布置时，确保
发射器和接收器安装在门的
两侧

注意：非常重要！

The Protector

RxTx



4
载货电梯门 I 轿厢门 I 轿厢壁

技术支持 1-800-787-5020 转275

THE PEELLE COMPANY

®

235-CN
光幕 #1
安装手册

要了解向您提供的布置情况，请参考针对您工作的具体图纸包。

安装 - 光幕 #2 / The Protector TM

光束挡片
安装在轿厢门上

The ProtectorTM 
光幕 #2

位于轿厢内

Rx

	将轿厢门打开至
完全打开位置。1

光幕传感器边条

使用 #8-32 x 3/4” LG 
平头螺丝将光幕边条安
装到安装托架上。

光幕安装托架

如图中所示，	
将托架安放平齐

使用现有的螺
栓进行安装

如图所示安装光束挡片，确保当轿
厢门板处于关闭位置时，光束挡片
能够覆盖位置最低的传感器。

在轿厢门的另一侧
重复步骤 1 至 5

AVOID IMPROPER USE
The light curtain is designed to 
detect passengers and freight of 
a specific size.

Objects smaller than the spacing 
between the light beams may not 
be detected. Transparent objects 
may not be detected.

CAR GATE

LIGHT 
CURTAIN 

SENSORS

CAUTION!

FREIGHT DOORS I CAR GATES I CAR ENCLOSURES
T  1 800 787 5020   F  1 905 846 2161 www.peelledoor.com

THE PEELLE COMPANY

® 060163

CAUTION LABELS - 2012.indd   2 19/06/2012   11:20:44 AM

Rx

使用扎带和安装垫固
定多余的电缆。	

连接延长电缆。

4

3

2

6

5

Tx

轿厢门平面图

Tx Rx

Rx Tx

LC #1

LC #2

当使用双光幕布置时，确保
发射器和接收器安装在门的
两侧

注意：非常重要！

The Protector
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当 LC#1 和 LC#2（The ProtectorTM）安装在同一个门上时，即称为双光幕安装。

安装 - 双光幕

光束挡片
安装在轿厢门上

The ProtectorTM 
光幕 #2

位于轿厢内

Rx Tx

轿厢门平面图

Rx
光幕 #1

位于轿厢外

Tx Rx

Rx Tx

LC #1

LC #2

当使用双光幕布置时，确保
发射器和接收器安装在门的
两侧

注意：非常重要！

The Protector

Tx



6
载货电梯门 I 轿厢门 I 轿厢壁

技术支持 1-800-787-5020 转275

THE PEELLE COMPANY

®

235-CN
光幕 #1
安装手册

布线和原理图

全新安装

如果是在新轿厢门上安装，您应该有对应具体工作的电气原理图。请参阅原理图了
解光幕布线连接。

翻新

如果您本次是从配件市场购买，并且正在已有的轿厢门上安装光幕。请参阅以下布
线页面了解光幕布线信息。

您必须确定您将使用的光幕系统和接口。

如果您不清楚自己需要遵循何种布线图，请拨打我们的技术支持热线。	

1-800-787-5020 x 275
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布线 - 单光幕

如果电梯井道中的设备会受到低压或强
烈水流的影响，请使用硅胶粘合剂密封
光幕控制器盖和电缆接入点。

注意
潮湿环境

Peelle PLC 安装

DATE
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THIRD ANGLE PROJECTION

TITLE SHEET
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 NTS 1 

 

1 

UNLESS OTHERWISE SPECIFIED 
DIMENSIONS ARE IN INCHES. 
REMOVE ALL BURRS & SHARP EDGES.
 
TOLERANCES
ANGLE          0°       ±.1°
FRACTION    0/0     ±1/64
1 DECIMAL    0.0     ±.020
2 DECIMAL    0.00  ±.010
3 DECIMAL    0.000 ±.005

FINISH
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SUPPLIER / MANUFACTURER REVISIONS
REV DATE  DESCRIPTION      BY
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UNIVERSAL POWER 
SUPPLY 20-265V AC/DC

-

NOTES
1. THIS IS A SOURCE CONTROL DRAWING (SCD)
2. THE SUPPLIER IS SUBJECT TO CHANGE, CHECK 

THE CURRENT ERP (ENTERPRISE RESOURCE 
PLANNING) SYSTEM FOR THE CURRENT SUPPLIER 
INFORMATION.

1

1 04/24/14 INCOMING GOODS INSPECTION ADDED  DK

INCOMING GOODS INSPECTION
THIS PRODUCT IS SUBJECT TO INSPECTION 
UPON ARRIVAL FROM SUPPLIER.
THE FOLLOWING MUST TAKE PLACE, BEFORE PRODUCT CAN 
BE RELEASED TO PRODUCTION.

• PLACE PRODUCT INTO QUARANTINE ZONE
• PRODUCT MUST BE INSPECTED USING SHEET 103600-IGI

CEDES

CEDES

Technical data

Universal Power Supply (UPS)

• Electrical isolation between high and low power side

• Potential-free relay output

• Robust housing with an IP54 enclosure rating

• Proper wiring due to separate clamps for emitter and receiver

• On/Off buzzer function

• EMC filter ensures trouble-free operation

Features

... the cost-effective, flexible add-on

Electrical Mechanical
Supply voltage USP 20 ... 265 VAC / DC Dimensions 200 x 125 x 465 mm
Ripple 10% on USP Housing material ABS
Current consumption with MiniMax < 200 mA @ 24 VDC Housing color Blue, transparent cover

< 60 mA @ 240 VAC Enclosure rating IP54
DC Output voltage 24 V ±10% Temperature range
Output rated current 200 mA - Operation -20 ... +55°C (-5 ... +132°F)
Relay output 250 VAC / 8 A - Storage -30 ... +85°C (-20 ... +220°F)

125 VDC / 0.5 A Connections
30 VDC / 8 A - Power supply and output WAGO 6 x 5.08

2 LED indicators Green (Power), orange (output relay) - Receiver edge (i.e. MiniMax) WAGO 3 x 3.81
- Emitter edge (i.e. MiniMax) WAGO 2 x 3.81

General
Certificates CE, CSA B44 7 ASME A17.5
EMC emission / EMC immunity EN 12015

EN 12016
Vibration, shock IEC 60068-2-6

IEC 60068-2-27
IEC 60068-2-29

Fire protection class UL 94 V-0

Other configurations on request

Ordering information

Dimensions

(All dimensions in mm and in inches)

Part no. Type Description

103 600 Universal Power Supply Power supply for MiniMax or cegard/Mini light curtain, 20 ... 265 VAC / DC

10
07

26
 P

ar
t N

o.
 0

01
 1

01
 e

n

200 (7.9”)

45
 (

1.
8”

)

5 (0.2”)

188 (7.4”)

12
8 

(5
.0

5”
)

80
 (

3.
15

”)

130 (5.1”)

160 (6.3”)

In
te

rf
ac

e

Block circuit diagram

CEDES AG / Switzerland � Tel. +41 81 307 2323 � Fax +41 81 307 2325 � info@cedes.com � www.cedes.com

CEDES AG is certified according to ISO 9001: 2008. CEDES AG reserves the right to modify or change technical data without prior notice.

Output relay

Input voltage
20 - 265 VAC / DC

Input for
light curtain

receiver

Input for
light curtain

emitter

Receiver Emitter

Light curtain

Universal 
Power 
Supply

Obstruction
Buzzer

WAGO 6 x 5.08

WAGO 3 x 3.81

WAGO 2 x 3.81

Other configurations on request

Ordering information

Dimensions

(All dimensions in mm and in inches)

Part no. Type Description

103 600 Universal Power Supply Power supply for MiniMax or cegard/Mini light curtain, 20 ... 265 VAC / DC
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Block circuit diagram

CEDES AG / Switzerland � Tel. +41 81 307 2323 � Fax +41 81 307 2325 � info@cedes.com � www.cedes.com

CEDES AG is certified according to ISO 9001: 2008. CEDES AG reserves the right to modify or change technical data without prior notice.

Output relay

Input voltage
20 - 265 VAC / DC

Input for
light curtain

receiver

Input for
light curtain

emitter

Receiver Emitter

Light curtain

Universal 
Power 
Supply

Obstruction
Buzzer

WAGO 6 x 5.08

WAGO 3 x 3.81

WAGO 2 x 3.81

+
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INCOMING GOODS INSPECTION
THIS PRODUCT IS SUBJECT TO INSPECTION 
UPON ARRIVAL FROM SUPPLIER.
THE FOLLOWING MUST TAKE PLACE, BEFORE PRODUCT CAN 
BE RELEASED TO PRODUCTION.

• PLACE PRODUCT INTO QUARANTINE ZONE
• PRODUCT MUST BE INSPECTED USING SHEET 103600-IGI

CEDES

CEDES

Technical data

Universal Power Supply (UPS)

• Electrical isolation between high and low power side

• Potential-free relay output

• Robust housing with an IP54 enclosure rating

• Proper wiring due to separate clamps for emitter and receiver

• On/Off buzzer function

• EMC filter ensures trouble-free operation

Features

... the cost-effective, flexible add-on

Electrical Mechanical
Supply voltage USP 20 ... 265 VAC / DC Dimensions 200 x 125 x 465 mm
Ripple 10% on USP Housing material ABS
Current consumption with MiniMax < 200 mA @ 24 VDC Housing color Blue, transparent cover

< 60 mA @ 240 VAC Enclosure rating IP54
DC Output voltage 24 V ±10% Temperature range
Output rated current 200 mA - Operation -20 ... +55°C (-5 ... +132°F)
Relay output 250 VAC / 8 A - Storage -30 ... +85°C (-20 ... +220°F)

125 VDC / 0.5 A Connections
30 VDC / 8 A - Power supply and output WAGO 6 x 5.08

2 LED indicators Green (Power), orange (output relay) - Receiver edge (i.e. MiniMax) WAGO 3 x 3.81
- Emitter edge (i.e. MiniMax) WAGO 2 x 3.81

General
Certificates CE, CSA B44 7 ASME A17.5
EMC emission / EMC immunity EN 12015

EN 12016
Vibration, shock IEC 60068-2-6

IEC 60068-2-27
IEC 60068-2-29

Fire protection class UL 94 V-0

Other configurations on request

Ordering information

Dimensions

(All dimensions in mm and in inches)

Part no. Type Description

103 600 Universal Power Supply Power supply for MiniMax or cegard/Mini light curtain, 20 ... 265 VAC / DC
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CEDES AG / Switzerland � Tel. +41 81 307 2323 � Fax +41 81 307 2325 � info@cedes.com � www.cedes.com

CEDES AG is certified according to ISO 9001: 2008. CEDES AG reserves the right to modify or change technical data without prior notice.

Output relay

Input voltage
20 - 265 VAC / DC

Input for
light curtain

receiver

Input for
light curtain

emitter

Receiver Emitter

Light curtain

Universal 
Power 
Supply

Obstruction
Buzzer

WAGO 6 x 5.08

WAGO 3 x 3.81

WAGO 2 x 3.81

Other configurations on request

Ordering information

Dimensions

(All dimensions in mm and in inches)

Part no. Type Description

103 600 Universal Power Supply Power supply for MiniMax or cegard/Mini light curtain, 20 ... 265 VAC / DC
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Block circuit diagram

CEDES AG / Switzerland � Tel. +41 81 307 2323 � Fax +41 81 307 2325 � info@cedes.com � www.cedes.com

CEDES AG is certified according to ISO 9001: 2008. CEDES AG reserves the right to modify or change technical data without prior notice.

Output relay

Input voltage
20 - 265 VAC / DC

Input for
light curtain

receiver

Input for
light curtain

emitter

Receiver Emitter

Light curtain

Universal 
Power 
Supply

Obstruction
Buzzer

WAGO 6 x 5.08

WAGO 3 x 3.81

WAGO 2 x 3.81

布线 - 单光幕

电梯控制器+

如果电梯井道中的设备会受到低压或强
烈水流的影响，请使用硅胶粘合剂密封
光幕控制器盖和电缆接入点。

注意
潮湿环境

无线安装
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布线 - 单光幕

如果电梯井道中的设备会受到低压或强
烈水流的影响，请使用硅胶粘合剂密封
光幕控制器盖和电缆接入点。

注意
潮湿环境

继电器逻辑安装

带有传感器光束的现有 Peelle 门布线

为现有门添加光幕时，需要符合 A17.1-2000 的要
求。如果已有的反向装置是 Peelle 传感器光束，
只需连接 Peelle 控制器 32 和 170 之间的输出继电
器触点即可。

为带或不带折边的现有 Peelle 门布线

1.	将输出继电器触点连接至门控制器的 GR 继电器。从消防服务继电器（图中未显
示）中添加触点，在消防服务期间忽略检测结果。

2.	如图所示，连接一个门低速继电器，确保门在消防服务 1 阶段收回期间慢速运行。
3.	如图所示，将门低速继电器触点连接至对应现有逻辑的 GH/GL 接触器。

输出继电器触点

注意事项和例外：
1.	 安装人员有责任遵守法规。	
2.	 其他控制接口，请联系 Peelle 

工程部门寻求帮助。

COMM

NO

连接 Peelle 继电
器逻辑控制器

光幕
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如果电梯井道中的设备会受到低压或强
烈水流的影响，请使用硅胶粘合剂密封
光幕控制器盖和电缆接入点。

注意
潮湿环境

布线 - 双光幕
Peelle PLC 安装

++
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布线 - 双光幕
无线安装

++ 电梯控制器

如果电梯井道中的设备会受到低压或强
烈水流的影响，请使用硅胶粘合剂密封
光幕控制器盖和电缆接入点。

注意
潮湿环境
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自动消隐

GridScan/Mini 可以区分由物体造成的光束受阻和关门引起的光束受
阻。GridScan/Mini 通过分析不同的阻挡模式来实现这一点。

关门阻挡模式：

关门时，从最上面的光束向下开始阻挡。在门关闭的过程中，门下端需
要始终遮盖至少一束光线

输出

当物体进入监视区域（已检测到物体）时，GridScan/Mini 输出会在响应时间 t2 后发生变化。当物体离开监控区域（无物
体）时，GridScan/Mini 输出在释放时间 t3 后切换回来

更改输出逻辑

使用灰线设置输出逻辑。默认逻辑是 LO（点亮）

灰线    输出 1 逻辑
连接至 GND (0 V) / 未连接 LO
连接至 10 ... 30 VDC   DO

操作

LO/DO 选择器连接至 GND (0v) 或未连接

输出 1

最小值始终由门下端
遮盖的距离

光学元件
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与电梯控制器的接口
请参阅电梯控制器印刷材料进行光幕测试和输出继电器布线。光幕收发的信号由电梯控制器控制。

测试功能
Asme a17.1-2010/Csa b44-10 规则 2.13.3.4.9 要求在测试光幕功能后才能关闭轿厢门。 
需要按下列顺序进行：

1.光束需不受阻挡且闭合
2.从高到低测试输入
3.光幕 #1 和 #2 的继电器输出状态将从无阻挡变为被阻挡（检测到物体）
4.通过测试且光束全部不受阻挡后，光幕 #1 和 #2 的继电器输出将变为无阻挡
5.轿厢门关闭。

操作（测试功能）
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故障排除

LED 状态描述

发射器边条 (Tx) 接收器边条 (Rx)
LED 关 LED 关 ����● 检查电气连接。
LED 关 LED 红色 ● 检查同步电缆连接。

● 确保保护区域通畅无阻挡。
● 检查光幕的对齐情况。
● 检查测试输入是否连接到门控制装置
的输出信号，以及该
信号的电平和逻辑（高/低）是否正确。

● 如果未使用测试输入，请将其永久连接至 +24 VDC
● 检查发射器和接收器边条是否对齐。

LED 开 LED 绿色长亮
（也包括被阻挡时）

● 确保传感器边条的安装位置附近没有任何有光泽或反光的表面。

● 确保电缆和边条远离电磁干扰源。
● 确保发射器和接收器在门关闭期间正确对齐并保持此状态（例如该振动
不会导致边条不对齐）。

动作

红色（被阻挡）和绿色
（空闲）之间的 LED 
切换没有任何阻碍

LED 红色长亮LED 开

LED 开

发射器边条 (Tx) 接收器边条 (Rx)
LED 关 LED 关 ����● 检查电气连接。
LED 关 LED 红色 ● 检查同步电缆连接。

● 确保保护区域通畅无阻挡。
● 检查光幕的对齐情况。
● 检查测试输入是否连接到门控制装置
的输出信号，以及该
信号的电平和逻辑（高/低）是否正确。

● 如果未使用测试输入，请将其永久连接至 +24 VDC
● 检查发射器和接收器边条是否对齐。

LED 开 LED 绿色长亮
（也包括被阻挡时）

● 确保传感器边条的安装位置附近没有任何有光泽或反光的表面。

● 确保电缆和边条远离电磁干扰源。
● 确保发射器和接收器在门关闭期间正确对齐并保持此状态（例如该振动
不会导致边条不对齐）。

动作

红色（被阻挡）和绿色
（空闲）之间的 LED 
切换没有任何阻碍

LED 红色长亮LED 开

LED 开

 

 

 

 
 
 

接收器边条 

绿色 LED  红色 LED  传感器状态 

  无光幕 

发射器边条 

绿色 LED  传感器状态 
 

 

 电源正常

  光幕被阻挡     

 
内部故障 

表 4：LED 状态描述接收器边条 
 

 = LED 开  = LED 关  = LED 闪烁 

 未接电源或不在限定范围 
 

 

表 5：LED 状态描述发射器边条 
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光学参数
最大工作范围   4804 1 - 4.5m (3 - 14 ft)
    4805 4.5 - 10m (14 - 33ft)
元件数量   32
环境光线最高亮度  100,000 Lux
3 m (10 ft) 距离上的孔径角 Tx：±10°，Rx：±20°

机械参数
横截面    12 mm × 16 mm (0.47 in × 0.63 in)
最大保护高度   2,500 mm (98.5 in)
外壳材料   天然阳极氧化铝
防护等级   IP67
温度范围	 	 	 −40	°C	至	+60	°C	(−40	°F	至	+140	°F)

电气参数
供电电压 USP   10 至30 VDC
24 VDC 时的电流消耗  100 mA
输出    PNP/NPN（推挽输出）
输出负载   100 mA
32 个元件的响应时间  90 ms
门开关速度最大值  3 m/s (10 ft/s)
检测到物体时的 Rx 状态 LED 红色
未检测到物体时的 Rx 状态 LED 绿色

Tx 供电正常时的供电 LED 绿色
同步电缆
长度   10 m (33 ft)
直径   Ø 3.5 mm (Ø 0.14 in)
材料   PVC，黑色
插头颜色  黑色
线束   AWG26
褐色   USP（10 至30 VDC）
蓝色   GND (0 V)
黑色   通信
白色   测试信号

连接电缆
长度   5 m (16.5 ft)
直径   Ø 3.5 mm (Ø 0.14 in)
材料   PVC，黑色
插头颜色  蓝色
线束   AWG26
褐色   USP（10 至30 VDC）
蓝色   GND (0 V)
黑色   输出 1
白色   测试输入
灰色   LO/DO 选择器
绿色   输出 2

1.	同步插头
2.	连接插头（仅限接收机边条）
3.	电缆 0.5 m (1.6 ft)
4.	状态 LED
5.	光学元件
6.	安装孔（垂直）
7.	安装孔（水平）

信息技术 - 电缆和边条 (Tx/Rx)

顶
部
光
束

安
装
孔

安
装
孔

最
低
的
光
束

安
装
孔接收器边条

发射器边条
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1.	 应根据 Peelle 详细安装和维护手册 215 第 19 节维护门。 

2.	 光幕系统的维护和检查应每月进行一次。轿厢门可能会受到灰尘、腐蚀、潮湿、油脂、化学或其他苛刻环境条件的影
响，因此可能需要更频繁的维护。 

3.	 必要时，应由经过培训的维护人员按照正确的程序停用电梯进行维护。 

4.	 门导轨、门板和操作部件维护，请参阅手册 215 第 19 节。 

5.	 确保每个光幕边条都已按照安装说明正确固定到滑轨上。

6.	 确保光束挡片在门板上固定牢固。 

7.	 确保轿厢门板或导轨上没有诸如塑料袋或其他垃圾碎屑。 

8.	 检查并清洁边条上的塑料滤镜，保持系统处于最佳工作状态。 

9.	 如有提供，请检查门前缘的橡胶镶条有无磨损或损坏，如有必要请更换。确保镶条在支承挤压中正确放置。 

10.	如果提供了用于手动操作电动轿厢门的拉带，则应拆下拉带以避免干扰光幕。如果需要保留拉带，则应将拉带固定到
轿厢门前缘上方的位置。应提供可断开接触的触点，防止从固定位置取出拉带使用时轿厢门电源运行。触点应根据轿
厢门控制器手册和布线图接线。

维护注意事项：	

光幕系统是电梯的重要安全装置，它依赖于所有组件的完整性。如果观察到系统有任何部件或功能不正常，应当停止使用电
梯至系统修复为止。

维护和检查

注意事项和例外：
1.	安装人员有责任遵守法规。 
2.	其他控制接口，请联系 Peelle 工程部门寻求帮助。

切勿使用任何溶剂、清洁剂或机械磨砂
毛巾或高压水流清洁传感器

清洁时避免划伤光学元件

注意
光学元件损坏
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