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Motorization & Re-Motorization
F R E I G H T  E L E V A T O R  /  G O O D S  L I F T  D O O R S

P L C  C O N T R O L  S Y S T E M

What is Peelle Motorization?
Upgrade your manually operated 
Peelle entrances.

What is Peelle Re-Motorization?
Upgrade your previous generation 
power operated Peelle system to 
our PLC Control System and related 
components.

Why Motorize or Re-Motorize?
Improve the efficiency of your 
application with automatic 
operation of Peelle doors.
Reduce door vandalism by 
removing the manual function from 
the user.
Extend the life and functionality of 
your existing Peelle entrances.
Increase safety & reduce liability 
with Peelle safety features.
Upgrading your equipment ensures 
replacement parts are readily 
available when needed.

What are the features of Peelle’s PLC 
Control System?

 9 Direct replacement of older 
Peelle relay logic controllers

 9 Direct Replacement of older 
Peelle equipment

 9 Compatible hazardous 
environments, IP10, 1P54 & 1P56



Landing Door
WHAT GETS RETAINED

 9 Door Panels
 9 Door Rails

WHAT GETS REPLACED
 9 Power Door Operators / Manual 
Sheaves

 9 Chain & Connection Points
 9 Previous generation limit system 
(motorized door option)

NEW EQUIPMENT PROVIDED
 9 Power Door Operators
 9 Roller Chain & Connection Points
 9 Master Limit Cam
 9 Door Open Final Limit (optional)
 9 Unlocking Device
 9 Interlock
 9 PLC Controller
 9 Safety Operation Labels

OPTIONAL EQUIPMENT
 9 Wiring Package

ROLLER CHAIN & 
CONNECTION POINTS

DOOR PANEL 
(RETAINED)

POWER DOOR 
OPERATORS

DOOR RAIL 
(RETAINED)

INTERLOCK

TENSION LATCH

MASTER LIMIT CAM

DOOR OPEN 
FINAL LIMIT 
(OPTIONAL)



ROLLER CHAIN & 
CONNECTION POINTS 
All landing door chain 
will be replaced

UNLOCKING DEVICE
1 typically located at 
the lowest landing. 
Devices are self closing 
and self locking.

POWER DOOR 
OPERATORS
2 power door 
operators required for 
each landing door

MASTER LIMIT CAM
1 required for 
each landing door

DOOR OPEN FINAL 
LIMIT (OPTIONAL)
1 required for each 
landing door

SAFETY OPERATION LABELS
Provided for each landing 
door, available in English, 
French, Spanish, German and 
Mandarin.

Entering or Exiting
OPENING - POWER OPERATION
IF THE ELEVATOR (LIFT) IS NOT AT THE LANDING

1) Press the elevator (lift) call pushbutton
AUTOMATICALLY OPENING DOORS

1) Landing door and car door (gate) will open automatically 
when elevator (lift) arrives

2) Stand clear of the landing door and car door (gate) until they 
are fully open

TO OPEN / RE-OPEN CLOSED DOORS, WHILE AT A LANDING
OR IN THE ELEVATOR (LIFT)

1) Look through the vision panel or car door (gate)
2) Ensure elevator (lift) is stopped and level with the landing
3) Push door open button or elevator (lift) call button to initiate 

opening
4) Stand clear of the landing door and car door (gate) until they 

are fully open
CLOSING - POWER OPERATION
FOR CONSTANT PRESSURE PUSHBUTTON CLOSING

1) Stand clear of the landing door and car door (gate)
2) Press and hold the door close button
3) Release close button to reopen the doors while closing

FOR MOMENTARY PRESSURE PUSHBUTTON CLOSING
1) Stand clear of the landing door and car door (gate)
2) Press and release the door close button
3) Press the door open button to reopen the doors while closing

FOR AUTOMATIC TIMED CLOSING
1) An audible signal will sound prior to door close
2) Stand clear of the landing door and car door (gate)
3) Press the door open button to reopen the doors while closing

PINCH POINT
KEEP HANDS 
CLEAR DURING 
OPERATION

DO NOT ATTEMPT 
TO OPEN DOORS 
WHILE ELEVATOR 
IS MOVING OR 
IS STOPPED 
BETWEEN FLOORS

CLEAR THE 
OPENING BEFORE 
CLOSING DOORS
AUDIBLE 
WARNING WILL 
SOUND WHEN 
DOOR IS CLOSING

CAUTION!

! WARNING

CAUTION!

! WARNING

Power Door Operation Instructions

 h Report any damaged or broken door components to the facility manager
 h Do not attempt to open doors manually or with fork truck
 h In case of mis-leveling do not use elevator (lift) and report to the facility manager
 h Do not reach in gap between doors

060347-ENA17 / EN81

 h This is a freight elevator, goods lift, auto lift or cargo lift and is not for general public use
 h Do not attempt to operate this elevator or lift unless you are authorized to do so
 h Read and obey any posted usage, notice, caution or warning signs
 h Stay back and keep hands and arms away from the leading edge of the doors
 h Listen and look for audible door close warning signals
 h Power doors can be stopped and reopened by pressing the door open button
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PLC CONTROLLER
1 controller required & 

located in the machine room

INTERLOCK
1 Interlock required for 

each landing door



Car Door
WHAT GETS RETAINED

 9 Door Panels
 9 Door Rails
 9 Counterweight
 9 Previous generation limit system 
(motorized door option)

WHAT GETS REPLACED
 9 Car Door Operators / Sprockets 
& Idlers

 9 Chain & Connection Points
NEW EQUIPMENT PROVIDED

 9 Car Door Operator & Idler
 9 Roller Chain & Connection Points
 9 Proximity Sensors (4 required)
 9 Car Door Contact
 9 Car Door Lock
 9 Retiring Cam
 9 Car Door Open Final Limit
 9 Light Curtain
 9 Safety Operation Labels

OPTIONAL EQUIPMENT
 9 Wiring Package ROLLER CHAIN & 

CONNECTION POINTS 
(NOT SHOWN)

DOOR PANEL 
(RETAINED)

RETIRING CAM 
(MOTOR)

RETIRING CAM 
(LOWER)

POWER DOOR 
OPERATORS

DOOR RAIL 
(RETAINED)

PROXIMITY SENSORS 
(4 REQUIRED)

CAR DOOR 
CONTACT



LIGHT CURTAINS
1 Set provided 
for each car 
door entrance.

RETIRING CAM 
ASSEMBLY

1 Retiring cam 
provided. 

Mounted to 
the car door 
rail, used for 

unlocking the 
landing door 

interlock.
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Connection diagram

All dimensions in mm
Proportions not to scale

Applications

High-speed and sectional
doors (with door blanking)

Sectional doors
(static mounting, without door blanking)

Dimensions

Receiver edge

Emitter edge
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Selectable output logic Detailed view

Front mounting

USP

0 V

USP

LO/DO selector connected to GND (0 V )

LO/DO selector connected to USP

0  V
Output 1 (PNP/NPN)

Output 1 (PNP/NPN)

All dimensions in mm
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Door
controller

Tx Rx

M8, 6-pin

brown

black

gray

whiteTest input

Selectable output logic

Output 1 (PNP/NPN)

USP

Synchronization
cable

blue

green

GND (0 V)

Not used or
Output 2 (PNP/NPN)
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6

Test input

Not used

Output (FSS)

USP

GND (0 V)

Not used or 
Output 2 (PNP/NPN)

Door
controller

Tx Rx

M8, 6-pin

brown

black

gray

white

Synchronization
cable

blue

green

Semiconductor output FSS output

ROLLER CHAIN & 
CONNECTION POINTS 
(NOT SHOWN)
All car door chain will 
be replaced

CAR DOOR 
CONTACT
1 required for 
each car door

CAR DOOR LOCK
1 required for 
each car door

POWER CAR DOOR 
OPERATOR
1 power car door 
operators required for 
each car door

SAFETY OPERATION LABELS
Provided for each car 
door, available in English, 
French, Spanish, German 
and Mandarin.

Entering or Exiting
OPENING - POWER OPERATION
IF THE ELEVATOR (LIFT) IS NOT AT THE LANDING

1) Press the elevator (lift) call pushbutton
AUTOMATICALLY OPENING DOORS

1) Landing door and car door (gate) will open automatically 
when elevator (lift) arrives

2) Stand clear of the landing door and car door (gate) until they 
are fully open

TO OPEN / RE-OPEN CLOSED DOORS, WHILE AT A LANDING
OR IN THE ELEVATOR (LIFT)

1) Look through the vision panel or car door (gate)
2) Ensure elevator (lift) is stopped and level with the landing
3) Push door open button or elevator (lift) call button to initiate 

opening
4) Stand clear of the landing door and car door (gate) until they 

are fully open
CLOSING - POWER OPERATION
FOR CONSTANT PRESSURE PUSHBUTTON CLOSING

1) Stand clear of the landing door and car door (gate)
2) Press and hold the door close button
3) Release close button to reopen the doors while closing

FOR MOMENTARY PRESSURE PUSHBUTTON CLOSING
1) Stand clear of the landing door and car door (gate)
2) Press and release the door close button
3) Press the door open button to reopen the doors while closing

FOR AUTOMATIC TIMED CLOSING
1) An audible signal will sound prior to door close
2) Stand clear of the landing door and car door (gate)
3) Press the door open button to reopen the doors while closing

PINCH POINT
KEEP HANDS 
CLEAR DURING 
OPERATION

DO NOT ATTEMPT 
TO OPEN DOORS 
WHILE ELEVATOR 
IS MOVING OR 
IS STOPPED 
BETWEEN FLOORS

CLEAR THE 
OPENING BEFORE 
CLOSING DOORS
AUDIBLE 
WARNING WILL 
SOUND WHEN 
DOOR IS CLOSING

CAUTION!

! WARNING

CAUTION!

! WARNING

Power Door Operation Instructions

 h Report any damaged or broken door components to the facility manager
 h Do not attempt to open doors manually or with fork truck
 h In case of mis-leveling do not use elevator (lift) and report to the facility manager
 h Do not reach in gap between doors

060347-ENA17 / EN81

 h This is a freight elevator, goods lift, auto lift or cargo lift and is not for general public use
 h Do not attempt to operate this elevator or lift unless you are authorized to do so
 h Read and obey any posted usage, notice, caution or warning signs
 h Stay back and keep hands and arms away from the leading edge of the doors
 h Listen and look for audible door close warning signals
 h Power doors can be stopped and reopened by pressing the door open button
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CAR DOOR OPEN 
FINAL LIMIT
1 encoder required 
for each car door

PROXIMITY SENSOR
4 required for 
each car door


